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■■■■■  Atténuateur calibré

■■■■■  Calibrated attenuator

O R I T E L
ATC 100

F R A N Ç A I S

E N G L I S H

Notice de fonctionnement

User's manual
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Vous venez d’acquérir un Atténuateur calibré  ORITEL ATC 100  et nous vous remercions de votre
confiance.

POUR COMMANDER

Atténuateur calibré  ORITEL ATC 100 ............................................................................... P01.2753.39
Livrée avec cette notice

PRESENTATION

Cet atténuateur variable étalonné est constitué d'un élément de guide d'onde retangulaire dans lequel
une lame résistive souple incurvée provoque l'atténuation
L'atténuation introduite par cet atténuateur est indiquée sur un cadran gradué directement en dB,
cadran solidaire du bouton de commande.
Il est destiné à être utilisé comme élément de référence lors des mesures d'atténuation.

Utilisation de la fixation rapide EASYFIX(TM)

■ Disposer les deux éléments à assembler en présentant correctement les plots de centrage en
regard des trous verrouiller en actionnant les molettes.

CARACTERISTIQUES

Plage de fréquence : 8,5 à 9,6 GHz
Perte d'insertion minimale : < 0,5 dB
Plage d'atténuation : 0 à 30 dB
Précision :

Atténuation Atténuation à la Fréquence Centrale Réponse en Fréquence

de 0 à < 10dB ± 0,5 dB ± 0,5 dB

de 10 à < 30 dB ± 1dB ± 1dB

ROS : < 1,20
Puissance max admissible : 1 W moy.
Guide : R 100
Bride : UBR 100
Masse : 1020 g environ
Dimensions : 70 x180 mm (bride à bride)
Conformité suivant norme NF EN 61010-1, Ed. 98

MAINTENANCE

Nettoyage
Avec un chiffon légerement imbibé d'eau savonneuse.
Sécher rapidement avec un chiffon ou à l'air pulsé

Pour toute intervention sous garantie ou hors garantie, retournez l’appareil à votre distributeur.
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You have just bought an ORITEL ATC 100 Calibrated attenuator and we thank you for the interest
you show for our products.

TO ORDER

ORITEL ATC 100 Calibrated attenuator ............................................................................. P01.2753.39
Delivered with this operating manual

PRESENTATION

This calibrated step attenuator consists of an element of rectangular wave guide in which a curved
flexible resistive blade causes the attenuation. The attenuation introduced by this attenuator is indicated
on a dial graduated directly in dB, dial interdependent of the command button. It is intended to be used
as element of reference during measurements of attenuation.

How to use the EASYFIX(TM) quick fastening lug
■ Arrange the two elements to be assembled, taking care to correctly place the centring studs

opposite the holes
■ Simultaneously tighten the two knurled knobs

CARACTERISTIQUES

Frequency range : 8,5 to 9,6 GHz
Insertion loss : < 0,5 dB
Attenuation range : 0 to 30 dB
Accuracy :

Attenuation Central Frequency Attenuation Frequency response

from 0 to < 10dB ± 0,5 dB ± 0,5 dB

from 10 to < 30 dB ± 1dB ± 1dB

SWR : < 1,20
Max Power : 1 W average.
Waveguide : R 100
Flange : UBR 100
Weight : about 1020 g
Dimensions : 70 x180 mm (flange to flange)
Compliance with the NF EN 61010-1, standard, 1998 edition

MAINTENANCE

Cleaning
Before assembling the educational bench’s microwave components, make sure that no dust is present
inside the waveguide.

CAUTION! : Do not use solvent, and take precautions when dusting.

Repairs under or out of guarantee. Please return the product to your distributor.
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